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CITY:

CONTRACTOR:

JOB NAME:

Dallas Love Field Entry Road Enhancements

Dallas

Herb Kelleher Way & Hawes Ave

Fain Group 

Right Lane Closure

NOTES
SALESMAN EXECUTIVE

TCP DESIGNER

LEGEND

SCOPE OF WORK:

LOCATION:

CONTACT NUMBER:

CONTACT:

DATE:

214-578-1818

04/23/2021

Clint Symank

Reedie Lea
THIS PLAN IS FOR ILLUSTRATIVE  PURPOSES ONLY AND 
IS NOT INTENDED TO RELIEVE THE CONTRACTOR FROM 

THE REQUIREMENTS SET FORTH BY RELATED CONTRACT 
DOCUMENTS, THE TEXAS MANUAL ON UNIFORM TRAFFIC 

CONTROL DEVICES (MUTCD) OR THE OVERALL 
RESPONSIBILITY TO TRAFFIC CONTROL SAFETY.

All Traffic Control Plans (TCPs) are the property of Buyers 
Barricades, Inc. and are included with Buyers Barricades 
rental agreements. Traffic Control Plans issued without a 

rental agreement will be charged to the customer.

Carrollton

-”1 Block Rule”

-First Buffer length shall be 2x the length of the Taper for
double lane closures.

Carrollton

-ADA Pedestrian Barricades for sidewalk closures

San Antonio/Austin/Surrounding Areas

-TMAs on all TxDOT plans

- Barrels for sidewalk closures

-Double up signs on TxDot plans

General Notes:
1.Contractor shall be responsible to maintain traffic control as set forth in the Texas Manual on
Uniform Traffic Control Devices (TXMUTCD) for Streets and Highways.
2.Lanes may be closed to traffic during 9 AM-4 PM only.
3.Accessible pedestrian routes shall be maintained at all times.
4.Contractor shall contact the City of Plano Project Manager or the Traffic Management Center
at least one week prior to lane closing if left turns from opposite directions cannot go together
anytime due to road or utility work at a signalized intersection.
5.Contactor shall coordinate with owner or related entity regarding lane closures on any private
street. Contractor shall follow the TXMUTCD guidelines.
6.Applicant shall coordinate with school regarding any lane closure near or within school zone.
7.Contractor shall notify home owners with alley access one week prior to alley closing.
8.Contractor shall contact the City Environmental Waste Services Department and coordinate
the work so as to not interrupt the trash pickup schedule.

Annie Thornhill

Fencing

Street Name

Alex Thlang

Stephen Mainka

-On freeways, FIRST and SECOND buffer length shall be 2x the length of the 
Taper forTriple lane closures.

Freeway Closure Rule

-TMAs to be placed after Type IIIs 
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CITY:

CONTRACTOR:

JOB NAME:

Dallas Love Field Entry Road Enhancements

Dallas

Herb Kelleher Way & Hawes Ave

Fain Group 

Right Lane Closure

NOTES
SALESMAN EXECUTIVE

TCP DESIGNER

LEGEND

SCOPE OF WORK:

LOCATION:

CONTACT NUMBER:

CONTACT:

DATE:

214-578-1818

04/23/2021

Clint Symank

Reedie Lea
THIS PLAN IS FOR ILLUSTRATIVE  PURPOSES ONLY AND 
IS NOT INTENDED TO RELIEVE THE CONTRACTOR FROM 

THE REQUIREMENTS SET FORTH BY RELATED CONTRACT 
DOCUMENTS, THE TEXAS MANUAL ON UNIFORM TRAFFIC 

CONTROL DEVICES (MUTCD) OR THE OVERALL 
RESPONSIBILITY TO TRAFFIC CONTROL SAFETY.

All Traffic Control Plans (TCPs) are the property of Buyers 
Barricades, Inc. and are included with Buyers Barricades 
rental agreements. Traffic Control Plans issued without a 

rental agreement will be charged to the customer.

Carrollton

-”1 Block Rule”

-First Buffer length shall be 2x the length of the Taper for
double lane closures.

Carrollton

-ADA Pedestrian Barricades for sidewalk closures

San Antonio/Austin/Surrounding Areas

-TMAs on all TxDOT plans

- Barrels for sidewalk closures

-Double up signs on TxDot plans

General Notes:
1.Contractor shall be responsible to maintain traffic control as set forth in the Texas Manual on
Uniform Traffic Control Devices (TXMUTCD) for Streets and Highways.
2.Lanes may be closed to traffic during 9 AM-4 PM only.
3.Accessible pedestrian routes shall be maintained at all times.
4.Contractor shall contact the City of Plano Project Manager or the Traffic Management Center
at least one week prior to lane closing if left turns from opposite directions cannot go together
anytime due to road or utility work at a signalized intersection.
5.Contactor shall coordinate with owner or related entity regarding lane closures on any private
street. Contractor shall follow the TXMUTCD guidelines.
6.Applicant shall coordinate with school regarding any lane closure near or within school zone.
7.Contractor shall notify home owners with alley access one week prior to alley closing.
8.Contractor shall contact the City Environmental Waste Services Department and coordinate
the work so as to not interrupt the trash pickup schedule.

Annie Thornhill

Fencing

Street Name

Alex Thlang

Stephen Mainka

-On freeways, FIRST and SECOND buffer length shall be 2x the length of the 
Taper forTriple lane closures.

Freeway Closure Rule

-TMAs to be placed after Type IIIs 

xx

Phase 4
Sheet 2

Devices spaced on 20ft centers
Posted speed limit 30MPH  

Navigator

Type 3 Barricade

Tony Troxclair
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